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Motivation
● The Hamiltonian of the neutron:

● To measure d, take advantage of the behaviour of B, 
E, and S:

● and solve for:

Does this exist?  
Lets measure it!

Parallel

Anti-parallel
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The TUCAN experiment
● 2 chambers allows us to 

measure both values of ω 
simultaneously

● Working equation relies 
on identical E&B in both 
chambers, B = 1μT

● Gradients in general, and 
vertical gradients 
especially will effect our 
measurement of dn
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Magnetometry: field decomposition
● In order to measure and control magnetic fields we 

need a sensible way to describe them
● Like Fourier decomposition, we can describe the field 

in terms of the relative contributions of orthogonal 
functions*

Fully describes the 
field up to order ℓ

 * C. Abel et al. Magnetic field uniformity in neutron electric dipole moment experiments. In:Phys.Rev.A99.4 (2019), p. 042112
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Magnetometry: measuring fields
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Want to calculate Known from positions of sensors

Measured by 
sensors
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   Image: R.M. Silva, H. Martins, I. Nascimento, J.M. Baptista, et al., Optical current 
sensors for high power systems: a review, Appl. Sci. 2 (3) (2012) 602–628

Optical magnetometry: NMOR
non-linear magneto-optical rotation
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● Manifests in alkali vapour (Cs) 
excited by resonant light

● Leads to rotation of the plane of 
polarization that is very sensitive 
to magnetic fields

400 pT
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TUCAN configuration: FID
free induction decay

Pump Precess Probe

We use Cs atoms, we know precisely how 
fast they precess in a magnetic field 
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Measuring fields at UofW
● Can clearly see 

drifts in the coil 
current generating 
the test field

● Well correlated with 
FID frequency 
measurement
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Prototype performance
● sub-pT performance 

after 3-4 s integration
● Is this good enough?
● Which Gl,m’s do we care 

about?
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Monte Carlo simulations
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How to deploy sensors? Genetic Algorithm

10-30 10-29 10-28 10-27 10-26 10-25 10-24 10-23 10-22

10-30 10-29 10-28 10-27 10-26 10-25 10-24 10-23 10-22

Rings

Asymmetric rings

Helices

Random

Early Ferret run

Recent Ferret run

● 20 sensors
● pT sensitive
● mm placement accuracy
● field map to 3rd order
● field sim. to 5th order
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Advantages of using Ferret
● Can account for changing keep-out 

zones
● Can find solutions robust against:

– Any single sensor dying
– Any single sensor being deliberately 

mis-placed by some relatively large 
margin (e.g to avoid a new pipe/strut/
cable/vacuum hose being placed)

– Sensor tilt angles



13

Further development
● Setting up fibre optics in our lab at UofW
● Contracted Southwest Sciences to build 

prototype mag-heads, as well as final design

Early prototype clamshell 
for sensor design

● Ultimately will have 25-
30 sensors made
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Questions?
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